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(c) Except for licensees classified as 
CMRS providers under part 20 of this 
chapter, only for the transmission of 
messages or signals permitted in the 
services is which the participants are 
eligible. 

(d) For digital or analog trans-
missions. 

(e) An SMRS licensee or a licensee 
who has been authorized a channel(s) 
on an exclusive basis, may use the sys-
tem for the transmission of any base/ 
mobile message, page or signal per-
mitted in the service in which the par-
ticipants are eligible. 

(f) Where the channel(s) is assigned 
to an SMRS licensee or exclusively to 
a single licensee, or where all users of 
a system agree, more than a single 
emission may be utilized within the au-
thorized bandwidth. In such cases, the 
frequency stability requirements of 
§ 90.213 shall not apply, but out-of-band 
emission limits of § 90.209 shall be met. 

(g) Up to five (5) contiguous 806–821/ 
851–866 band channels as listed in 
§§ 90.615, 90.617, and 90.619 may be au-
thorized after justification for systems 
requiring more than the normal single 
channel bandwidth. If necessary, li-
censees may trade channels amongst 
themselves in order to obtain contig-
uous frequencies. Notification of such 
proposed exchanges shall be made to 
the appropriate frequency coordi-
nator(s) and to the Commission by fil-
ing an application for license modifica-
tion. 

(h) Up to 10 contiguous 896–901/935–940 
MHz band channels as listed in § 90.617 
may be combined for systems requiring 
more than the normal single channel 
bandwidth. If necessary, licensees may 
trade channels amongst themselves in 
order to obtain contiguous frequencies. 
Notification of such proposed ex-
changes shall be made to the appro-
priate frequency coordinator(s) and to 
the Commission by filing an applica-
tion for license modification. 

(i) Paging operations may be utilized 
on multiple licensed facilities (commu-
nity repeaters) only when all licensees 
of the facility agree to such use. 

[47 FR 41032, Sept. 16, 1982, as amended at 48 
FR 51929, Nov. 15, 1983; 51 FR 37405, Oct. 22, 
1986; 59 FR 59966, Nov. 21, 1994; 62 FR 18935, 
Apr. 17, 1997; 63 FR 68970, Dec. 14, 1998] 

§ 90.647 Station identification. 

(a) Conventional systems of commu-
nication shall be identified in accord-
ance with existing regulations gov-
erning such matters. 

(b) Trunked systems of communica-
tion, except as noted in paragraph (c) 
of this section, shall be identified 
through the use of an automatic device 
which transmits the call sign of the 
base station facility at 30 minute inter-
vals. Such station identification shall 
be made on the lowest frequency in the 
base station trunk group assigned the 
licensee. Should this frequency be in 
use at the time station identification is 
required, such identification may be 
made at the termination of the com-
munication in progress on this fre-
quency. Identification may be made by 
voice or International Morse Code. 
When the call sign is transmitted in 
International Morse Code, it must be 
at a rate of between 15 to 20 words per 
minute and by means of tone modula-
tion of the transmitter, the tone fre-
quency being between 800 and 1000 
hertz. 

(c) Stations operating in either the 
806–824/851–869 MHz or 896–901/935–940 
MHz bands that are licensed on an ex-
clusive basis, and normally employ dig-
ital signals for the transmission of 
data, text, control codes, or digitized 
voice may also be identified by digital 
transmission of the call sign. A li-
censee that identifies its station in this 
manner must provide the Commission, 
upon its request, information sufficient 
to decode the digital transmission and 
ascertain the call sign transmitted. 

(d) Notwithstanding the require-
ments set forth in this paragraph, sys-
tems operated by geographic area 
CMRS licensees are subject only to the 
station identification requirements of 
§ 90.425(e). 

[47 FR 41032, Sept. 16, 1982, as amended at 58 
FR 12177, Mar. 3, 1993; 65 FR 24420, Apr. 26, 
2000] 

§ 90.651 Supplemental reports re-
quired of licensees authorized 
under this subpart. 

Licensees of conventional systems 
must notify the Commission in accord-
ance with § 1.946 of this chapter of the 
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